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Amendments to the Claims 

This listing of claims will replace all prior versions, and listings, of claims in the 
application. 

1 . (Currently Amended) Hydraulic A hydraulic valve equipment of a 
working vehicle characterized in that: comprising: 

a PTO rear cover in which supporting a PTO shaft and housing a PTO driving 
mechanism for driving the PTO shaft, wherein the PTO rear cover having a hydraulic 
PTO clutch is housed attached to a rear end of a rear housing of a vehicle body housing a 
hydraulic PTO clutch so as to drivingly connect the PTO driving mechanism to the 
hydraulic PTO clutch : 

a PTO valve controlling on/off of the PTO clutch is-provided integrally with the 
PTO rear cover;-aHd 

an oil passage communicating o il passages formed within the PTO rear cover so 
as to communicate the PTO valve with the PTO clutch and a hydraulic port for oil supply 
and discharge of the PTO valve and the PTO clutc h: and ar c formed in an inside of th e 
PTO rear cover. 

an oil inspection window provided in the PTO rear cover at a side of the PTO 
shaft, wherein the oil inspection window includes upper and lower Rlasses aligned in a 
vertical direction, wherein the lower glass is positioned at a height so as to indicate 
insufficiency of hydraulic oil requiring supply of hydraulic oil when a surface of the 

hydraulic oil is viewed through the lower glass, and wherein the upper glass is positioned 
at a height so as to indicate an appropriate amount of hydraulic oil when a surface of the 
hydraulic oil is viewed through the upper glass. 
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2. (Currently Amended) The hydraulic valve equipment of the working 
vehicle as set forth in claim 1, wherein the PTO driving mechanism comprises a 
hydraulic PTO brake, a valve setting oil pr e ssur e is arranged to a side of th e v e hicle 
body, and hydraulic oil is suppli e d from th e valv e to th e PTO valve so that the PTO 
valve controls supply of hydraulic oil to the PTO clutch and the PTO brake. 

3. (Currently Amended) The hydraulic valve equipment of the working 
vehicle as set forth in claim 1, wherein the PTO valve is arranged in an upper portion of 
the PTO rear cove r above the PTO shaft . 

4-9. (Cancelled) 

10. (Currently Amended) The hydraulic valve equipment of the working 
vehicle as set forth in claim 2, wherein the PTO valve is arranged in an upper portion of 
the PTO rear cove r above the PTO shaft . 

11-17. (Cancelled) 
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